Kiresel Model Numarasi (GMN) Olusturucu Kullanim Kilavuzu

(Saglikta Temel UDI-DI Numarasi Olusturucu)

Generate or validate the GMN

Note: the GMN (Basic UDI-DI) is used for regulated healthcare medical devices under the EU MDR and EU IVDR. The GMN generator is used to generate the GMN based on a
G51 Company Prefix and an internal number, or model reference.

GS1 Company Prefix Internal number, or model reference Check character pair *

Clear input

Caution: All characters in the GMN are case sensitive “(for GMN validation only)

Acllan sayfada l¢ adet kutucuk goriyoruz Calculate

Generate or validate the GMN

MNote: the GMN (Basic UDI-DI) is used for regulated healthcare medical devices under the EU MDR and EU IVDR. The GMN generator is used to generate the GMN based on a
GS51 Company Prefix and an internal number, or model reference.

GS1 Company Prefix Internal number, or model reference Check character pair *
8698528 Clear input
Cauti Il characters in the GMN are case sensitive *(for GMM validation only)
Calculate Validate

Birinci kutucuda firma 6nekiniz yazilmalidir

Generate or validate the GMN

Note: the GMN (Basic UDI-DI) is used for regulated healthcare medical devices under the EU MDR and EU IVDR. The GMN generator is used to generate the GMN based on a
GS51 Company Prefix and an internal number, or model reference.

GS1 Company Prefix Internal number, or model reference Check character pair *

8698528 Modell234 Clear input

Caution: All characters in the GMM are case sensitive *(for GMM validation only)

2. kutucuga uran aileniz icin kullanacaginiz firma icerisinde calculat
- A alcuiate
belirlediginiz numara yazilmahdir




Generate or validate the GMN

MNote: the GMM (Basic UDI-DI) is used for regulated healthcare medical devices under the EU MDR and EU IVDR. The GMM generator is used to generate the GMN based on a
GS1 Company Prefix and an internal number, or model reference.

GS1 Company Prefix Internal number, or model reference Check character pair *
8698528 Modell1234 Clear input
Caution: All characters in the GMN are case sensitive *(for GMM validation only)

Generate or validate the GMN

Mote: the GMM (Basic UDI-DI) is used for regulated healthcare medical devices under the EU MDR and EU IVDR. The GMN generator is used to generate the GMN based on a
GS1 Company Prefix and an internal number, or model reference.

GS1 Company Prefix Internal number, or model reference Check character pair *
8698528 Modell1234 Clear input
Caution: All characters in the GMM are case sensitive *(for GMM validation only)

Calculate Validate

8698528Modell1234E9
Il Copy this key

Global Model Numarasi Dogrulama

Generate or validate the GMN

Mote: the GMN (Basic UDI-DI) is used for regulated healthcare medical devices under the EU MDR and EU IVDR. The GMN generator is used to generate the GMN based on a
GS1 Company Prefix and an internal number, or model referencea.

GS1 Company Prefix Internal number, or model reference Check character pair *
8698528 Modell234 E9 Clear input
Caution: All characters in the GMN are case sensitive ¢ MM validation only)

— .- |

8698528Modell234E9 You've entered 18 characters with a valid
& Copy this key check-character pair for a GMN key.




